Data Sheet

E-DM45

125A 4P FOUR MODULE SWITCH DISCONNECTOR

e 4P Switch-disconnector
e 125A

General information

Standards

BS EN 60947-3

Width in number of modular spacing 4
Number of poles 4P
Rated operational current /,, [A] 125
Conventional free air thermal current /y, [A] 125
Rated short-time withstand current /, [kKA/1s] 2

Rated short-time making capacity /., [KA] 284
Conditional short-circuit current [KA] 16
Suitability for isolation Yes
Barcode (EAN-13) 5060690131175
Technical information

Nature of power supply AC
Rated operational voltage U, [V] 400
Frequency f, [Hz] 50/60
Rated insulation voltage U, [V] 400
Rated impulse withstand voltage U, [kV] 4
Power loss per pole [W] 517
Utilization category AC-22A
Contact position indication Green/Red windows
Endurance

e  FElectrical [ops.] 10000
e  Mechanical [ops.] 20000
Environmental information

Degree of portection

e Housing IP40

e Terminal P20
Pollution degree 3

Overvoltage category
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Altitude (maximum) [Meter]  Max. 2000

Ambient air temperature for operation

e Minimum [°C] -25

e  Maximum [°C] +45

Ambient air temperature for storage

e Minimum [°C] -40

e  Maximum [°C] +70

Environmental condictions 28 cycles with +20 °C/95% and +40 °C/50%

Package information
Package level 1

Type Box
Number of units in package level 1 [pcs] 3
Weight [kg] 0.92
Length [mm] 224
Width [mm] 85
Height [mm] 80
Package level 2

Type Carton
Number of units in package level 2 [pcs] 60
Weight [kg] 19.3
Length [mm] 445
Width [mm] 240
Height [mm] 340
Package level 3

Type Pallet
Number of units in package level 3 [pcs] 1800
Weight [kg] 615
Length [mm] 1200
Width [mm] 1000
Height [mm] 1250

Mounting & Connection

Mounting position Any
Mounting method glriwpDIN rail EN 60715 (35 mm) by means of fast
Terminal type Screw terminals
Recommended screw driver Pozidriv 2
Connection capacity
e Finely stranded with end sleeve
- Minimum [mm?] 25
- Maximim [mm2] 35
e Solid and stranded
- Minimum [mm?] 2.5
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- Maximim

[mm?] 50
Wiring stripping length [mm] 11.5
Tightening torque [Nm] 25
Sealable handle Yes
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